
For installation guidelines and product details see pages 54 – 58.

 Model Dimensions Blower CFM Finish
. IS170. 39-3/8".width. INT.n. 450. 304.Brushed.Stainless. . 27-9/16".depth

. IEX170. 39-3/8".width. EXT.u. 4.In-line.. 304.Brushed.Stainless. . 27-9/16".depth. (see.page.52). 4.Exterior
n.Blower.included...u.Blower.purchased.separately..

I S L A N D  H O O D S

Slim-line, multi-faceted 
design in beautiful brushed 
stainless steel

Powerful yet quiet internal 
and external blowers with 
HVI certified performance 
(see p. 52)

Quick release stainless 
steel/aluminum mesh filters 
are dishwasher safe

Four brilliant halogen lamps 
with two-level lighting

Elegant four speed push- 
button electronic control 

10 minute time-delay shut-
off feature and reminder 
light for filter maintenance

Heat Sentry™ is a smart 
feature that detects 
excessive heat and adjusts 
speed to high automatically

Ducted/non-ducted 
telescopic flue for 8' to 9'  
ceilings – Custom extensions 
available (see p. 50)

IS170

Halogen lighting provides
brilliant working illumination and 
a low-level setting.

Optional glass shelf (GSIS170) 
makes a sparkling statement.

Like a finely cut diamond, distinctive facets catch the light, making every angle a new  

visual experience. Unique beauty like that of a true gem.

Reversible..
telescopic..
flue.allows..
non-ducted..
recirculation...
(see.p..53)
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